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 corrosion-resistant steel sheet products for use in the manufacture of passenger 
automobiles, buses, trucks, ambulances or hearses or chassis therefor, or parts 
thereof, or accessories or parts thereof;  

 steel products for use in the manufacture of aeronautic products; 

 steel sheet that is coated or plated with tin, lead, nickel, copper, chromium, 
chromium oxides, both tin and lead (“terne plate”), or both chromium and 
chromium oxides (“tin free steel"); 

 stainless flat-rolled steel products;  

 corrosion-resistant steel sheet products that have been pre-painted or coated with 
organic (non-metallic) coatings, including lacquers or varnishes; 

 galvanized armouring tape, which is narrow flat steel tape of 3 in. or less, that has 
been coated by a final operation with zinc by either the hot-dip galvanizing or the 
electrogalvanizing process so that all surfaces, including the edges, are coated; 

 and tool steel. 

22. The product definition includes corrosion-resistant steel sheet where the substrate is 

coated or plated with a corrosion-resistant material such as zinc, aluminum, and 

other alloys. The coating or plating may be applied by a variety of processes 

including hot-dip galvanizing or electro-galvanizing. 

23. The product definition includes corrosion-resistant steel sheet which has been 

chemically passivated by coating with standard or acrylic chromate and non-

chromate solutions. 

24. Passivation refers to a material becoming “passive”, that is, less affected or 

corroded by the environment of future use. Passivation involves creation of an outer 

layer of shield material that is applied as a micro-coating, created by chemical 

reaction with the base material, or allowed to build from spontaneous oxidation in 

the air. As a technique, passivation is the use of a light coat of a protective material, 

to create a shell against corrosion. The most common method of passivation for 

steel products is the application of a standard chromate based or acrylic chromate 

and non-chromate coatings. 

25. Corrosion-resistant steel sheet is usually produced from cold-rolled carbon steel 

sheet (“CRS”) and sometimes from hot-rolled carbon steel sheet (“HRS”). 
























































































































































































































































































































