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SIMA Registry and Disclosure Unit 

Anti-dumping and Countervailing Directorate 

Canada Border Services Agency 

100 Metcalfe Street, 11th Floor 

Ottawa, ON K1A 0L8 

 

Re: OCTG2 – Oil Country Tubular Goods  

Request for Normal Values Review 

ILJIN Steel Corporation  

 

 

 

Dear Madam or Sir, 

 

We represent ILJIN Steel Corporation (“ILJIN Steel” or the “company”), a producer and 

exporter of certain seamless OCTG products from the Republic of Korea (“South Korea”).   

in the above-referenced matter.  ILJIN Steel is a corporation duly organized under the laws 

of South Korea having its principal place of business at 45, Mapo-daero, Mapo-gu ILJIN 

Building 14F, Seoul and OCTG production facilities located at 1746, Hogook-ro, Imsil-

eup, Imsil-gun, Jeolabuk-do, South Korea (the “Jeonju factory”). 

 

This correspondence is presented to the Canada Border Services Agency (“CBSA”) in 

order to initiate a company-specific review of normal values in reference to Certain 

Seamless Oil Country Tubular Goods originating in or exported from South Korea by 

ILJIN Steel and subject to antidumping duties enforcement under the OCTG2 Order. 
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ILJIN Steel has had the benefit of participating in the CBSA’s previous proceedings aimed 

at updating the normal values of its seamless OCTG exports to Canada.  Indeed, in 

proceedings 4214-26, 15, 31, 43 and 4218-27, 23, 30 and 40, ILJIN had been a cooperative 

participant in the CBSA’s re-investigation of the OCTG orders pertaining to exports from 

multiple countries, and notably Korean.   

 

That re-investigation had initiated in May 2015 and concluded the following December.  

Per the attached Exporter letter provided to ILJIN Steel on December 14, 2015 at Exhibit 

1 PRO, the CBSA examined ILJIN Steel’s sales and production of seamless green tubes 

as ILJIN Steel had not at that time yet begun production of finished heat-treated OCTG.  

At the time, the CBSA had provided prospective normal values to ILJIN Steel for seamless 

green tubes in grades J55, K55 and TSC24/27 per Appendix 2 of Exhibit 1. 

 

ILJIN Steel currently produces and sells finished heat-treated OCTG and seeks to obtain 

prospective normal values for its products destined for sale to the Canadian market.   

 

1. Company Background 

 

Since 1982, ILJIN Steel has been a special steel tube expert manufacturer and vendor of 

seamless OCTG as well as cold drawn products and aluminum clad steel wire products in 

Korea.  ILJIN Steel services the automotive market and manufactures hydraulic cylinder 

tube for heavy machinery, various shapes for L/M systems, extra precise stainless tube for 

the semi-conductor industry as well as seamless OCTG for the oil and gas industry.  

 

At the present time, ILJIN Steel has not yet produced for export sales of OCTG to Canada.  

It is however an exporter and producer of seamless OCTG to third country markets.  Its 

export sales are managed internally through a related trading company, ILJIN Steel 

America Inc. which operates from offices located at ILJIN Steel’s principal place of 

business.  The role that ILJIN Steel America may, or not, play in ILJIN Steel’s sales to 

Canada has not yet been defined. 
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For production and processing of seamless OCTG tubing and casing, ILJIN steel processes 

cut round billet through a rotary hearth billet heating furnace at 1250°C to achieve uniform 

heating for exact piercing.  The heated billet is then pierced with ILJIN Steel’s Once Type 

Piercer to become “shell”, processed through a 6 Stand 3-Roll Multi-Stand Pipe Mill, 

reheated and then passed through a 24 Strand Stretch Reducing Mill.  The finished tubes 

are then cooled, straightened as required and inspected.   ILJIN Steel produces seamless 

tubing and casing to API grades J55, K55, L80, N80, C90, C95 and P110 of sizes ranging 

from 2 ⅜ inch to 7 inches in Outer Diameter.  A current company brochure of ILJIN Steel 

is provided herewith as Exhibit 2 NC. 

 

ILJIN Steel seeks to have the CBSA calculate current prospective normal values for ILJIN 

Steel’s anticipated sales of subject goods to Canada.  There is demand in Canada for 

seamless casing and tubing and few producers with the capacity to meet that need.  ILJIN’s 

Jeonju mill has a capacity of [XXXXXXX] metric tonnes per year. 

 

2. Update of Normal Values Required to Reflect Current Market Conditions 

 

For multiple reasons, ILJIN did not participate in the CBSA’s most recent re-investigation 

of normal values which concluded on September 7, 2022 (OCTG 2022 RI).  In early 2022, 

when the CBSA initiated the OCTG 2022 RI, ILJIN Steel’s business planning had not 

formulated any firm interest in developing export sales to Canada or to service potential 

Canadian market customers.   

 

Currently, these plans have evolved and ILJIN Steel has received expressions of interest in 

its seamless OCTG by Canadian buyers, interests that should mature into formal sales 

agreements once this normal value review can have been concluded and ILJIN can 

undertake to make sales to Canadian customers.  To the best of ILJIN Steel’s knowledge, 

in that re-investigation of Korean OCTG exports, the CBSA did not assess for any exporter 

normal values in respect of seamless tubing and casing.  ILJIN is an active exporter in Third 

Country markets, notably the US market, but accounting for the fact that it has no current 

prospective normal values, it cannot offer seamless tubing and casing OCTG to potential 

customers in the Canadian market.   
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We further also that it has been fully one year since the CBSA concluded that re-

investigation and since that time, raw materials pricing for billet (the raw material used in 

ILJIN’s production of seamless OCTG) in Korea as well as in world markets has changed 

significantly, with resulting pricing variations in Korea and global markets for the finished 

product, seamless OCTG.   

 

As a result, current market conditions have changed since the CBSA’s most recent review 

of normal values and export prices concluded in September of last year.  We respectfully 

submit that a Normal Value Review for ILJIN’s prospective sales of seamless OCTG to 

Canada is warranted under the CBSA’s policy expressed in Memorandum D14-1-8.   

 

ILJIN provides these representations in accordance with the CBSA policy set out in 

Memorandum D14-1-8, Re-investigation and Normal Value Review Policy – Special 

Import Measures Act.  Attached please also find a completed Letter of Authorization 

appointing counsel as Exhibit 3 NC. 

 

We submit that a Normal Value Review is warranted in light of the CBSA’s policy of 

recognizing “the importance of keeping prospective normal values, export prices and 

amounts of subsidy (“values”) up-to-date in order to ensure the effective enforcement of 

the CITT’s orders and findings”.1  ILJIN submits that there have been changes in market 

conditions, prices, costs and terms of sale since the last Re-investigation of this order that 

could reasonably be expected to have an impact on those values.     

 

In support of our request, we submit on a confidential basis, the following documents: 

• Exhibit 4 PRO – ILJIN Steel Monthly Raw Materials Purchases {source ILJIN 

Steel internal data} (Protected) 

• Exhibit 5 PRO – ILJIN Steel Monthly Production in Quantity, Cost and Average 

Monthly Unit Value {source ILJIN Steel internal data} (Protected) 

• Exhibit 6 PRO – ILJIN Steel Monthly QV Sales of OCTG Products {source ILJIN 

Steel internal data} (Protected) 

 
1 See Re-investigation and Normal Value Review Policy – Special Import Measures Act (SIMA), 

Memorandum D14-1-8, Oct. 21, 2022, paragraph 1, Memorandum D14-1-8 - Re-investigation and 

Normal Value Review Policy – Special Import Measures Act (SIMA) (cbsa-asfc.gc.ca) 
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• Exhibit 7 PRO – Fastmarkets MB Daily Seamless OCTG Pricing, API 5CT – 

Casing P110, cif Houston in US$ per short ton (22.01-23.09) {source Fastmarkets 

Global Ltd} (Protected) 

 

The information and data provided herein consist of confidential corporate and financial 

information, information on sales, and market intelligence data compiled by ILJIN Steel.  

The information contained in the present Request for Normal Value Review that is 

considered to be confidential has been identified by square brackets and redacted from the 

public version. The attachments are confidential in nature, except as otherwise noted.  

 

The datasets considered below provide an overview of the changing market situation that 

has impacted round billet and seamless tubing and casing since 2020.  These changes 

include (a) changes in the costs raw material, Round Billet, as incurred by ILJIN Steel since 

2021; (b) resulting changes in ILJIN Steel’s Cost of Manufacturing; (c) ILJIN’s sales of 

seamless tubing and casing; and (c) changes in the selling prices in ILJIN Steel’s sales 

major markets.  All of these factors create the need for the CBSA to review the normal 

values and issue model-specific NV for ILJIN’s seamless OCTG.  

a) Changes in Raw Material Pricing (Round Billet)  

ILJIN steel purchased its input material, round billet, from unrelated suppliers located in 

Korea and overseas.  Since January 2021, ILJIN Steel’s monthly billet Unit Purchase Price 

has varied significantly, reflecting the volatility of the commodity steel markets globally. 

 

From a low of [X X X X X X X XX X X X X ] in January 2021, the prices have moved to 

a high of [X X X X X X X XXXXXXXXX], settling back through the rest of the year.  

Currently, available pricing indicates that the trend is moving [X X  X X X X   X X X X X 

X X  X X X  X X X  X  X X X X X X X X X X X X  X X X X X X   X  X X X X X X X 

X  XX  X X].   
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Attached as Exhibit 3, ILJIN Steel is providing the CBSA with a detailed spreadsheet of 

its monthly raw materials Purchases since January 2021.  Below is a Table illustrating Unit 

Purchase Prices, in Korean Won, over that period: 

[ 

 

 

 

 

 

 

 

 

 

 

 

  ] 

In terms of purchase quantities, ILJIN’s consumption of round billet has varied over the 

period.  A low of [X X X X] was purchased in [X X X X  X X X X X X X X X X X  X X  

X X X X  X X X X X X X X X X X X X X  X X X X X X X   X X X X X X X  X X X X 

X X X X X X X ] but monthly purchases have reached a high level of [X X X X X X X X  

X X X X X X X ].   

 

Exhibit 3 provides the monthly purchases of billet quantities for the CBSA’s consideration 

and below is a Table that charts those purchases month:  

[ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

] 
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When considered in light of actual purchases and price paid by ILJIN, the evolving and 

changing trend in raw material, round billet, consumption and cost is quite telling.  Below, 

a Table is drawn which illustrates this point: 

[ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

] 

These raw material costs have had a significant impact on ILJIN Steel’s Cost of Production 

for finished seamless OCTG as raw materials account for a very significant portion of 

ILJIN’s COP.  The identified changing market conditions illustrated by ILJIN in respect of 

the market for round billet warrant consideration of the instant normal value review by the 

CBSA. 

b) ILJIN Steel’s Cost of Manufacturing of Seamless Tubing and 

Casing  

As well, in addition to Round Billet cost variations, ILJIN Steel has also had to contend 

with inflationary costs associated with overhead, expenses, charges and energy-related fees 

that have had an important impact on the company’s operations and margins. 

 

ILJIN Steel’s monthly production quantity, total costs of manufacturing and average unit 

Cost of Manufacturing (COM) are provided to the CBSA in Exhibit 4 ILJIN Steel Monthly 

Production Volume and COM.  Presented visually in the Tables below, these trending 

changes support ILJIN Steel’s request for normal values. 
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The following Table charts ILJIN Steel’s monthly production output of finished seamless 

tubing and casing.   

[ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

] 

 

The trend shows ILJIN Steel’s significant [X X X X] in production in late 2022 and early 

2023, followed by a [X X X X] of that output as the current year has progressed. 

In line with these trends, ILJIN Steel’s total monthly COM has also been trending, as 

illustrated in the Table below: 

 

[ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

] 
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From the perspective of ILJIN Steel’s Average Unit COM since late 2021, from a monthly 

[X X X] that reached [X X X X X X X X X X X X X X  X X  X X], the trend in ILJIN 

Steel’s monthly average unit COM has been [X X X X ] through the current period, 

reaching [X X X X X X X X X X  X X X X] of this current year.   

 

This [X X X ] trend illustrates the efficiencies that ILJIN Steel has been striving to achieve. 

[ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

] 

ILJIN Steel’s monthly Average Cost of Manufacturing has [X X X X] to a situation 

providing ILJIN Steel with a competitive edge in the current market conditions, as its 

sales data illustrates in the section below. 

c) ILJIN Steel’s Sales of Seamless Tubing and Casing  

 Monthly sales of seamless tubing and casing by ILJIN have varied since late 2021.  

Reaching a [X X X ] of [X X ] metric tonnes in [X X X XX X X ] with fluctuations over 

the year thereafter, since [X X X], ILJIN Steel’s sales have [X X X X X  X X X X X  ] 

metric tonnes monthly.  As informs Exhibit 5, ILJIN Steel Monthly QV Sales of OCTG 

Products, ILJIN’s sales over the past [X X ] have been [X X X X   X]. 
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Charted monthly for illustrative purposes, ILJIN Steel’s monthly sales of seamless tubing 

and casing since [X X X X] show, after variations early on, a [X X X] trend. 

[ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

] 

  

The total monthly revenue earned from sales has followed the trend in quantities sold. 

 

[ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

] 
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In addition, of more significant relevance for purposes of this Request for a Normal Value 

Review has been the [X X X X X X X X X X X X X  X X X X X X X X X X X  X X] of 

[ X X X X X X X X X X X X  X X X X X  ] reached a [X X X X X X X] KRW per tonne 

in [X X X X X X  X  X ] and has since remained relatively stable at an average of [XX  x 

x x x x x ] KRW per MT since [X X X X X  X X X].  As illustrated in the Table below, the 

current trend is [X X X].    

[ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

] 

As ILJIN Steel’s sales to export markets are denominated in US dollars, the fluctuations in 

the exchange rate between the United States dollar and the Canadian dollar are a further 

factor that is considered in the assessment of the appropriateness in conducting a Normal 

Value Review.  In that context, the Table below, reproduced from the Bank of Canada, 

illustrates that exchange rate fluctuations have occurred over the last 18-month period as 

the Canadian dollar has gained strength against the U.S. dollar. 
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d) Average Pricing of Seamless OCTG in ILJIN Steel’s Principal 

Export Market 
 

Since the beginning of 2022, average pricing per ton in the United States has varied and 

has entered into a declining trend.  Indeed, as tracked on Fastmarkets Global MB and 

provided at Exhibit 6, Seamless OCTG USA Price Data, pricing for Seamless OCTG API 

5CT – Casing P110, import, CIF Houston, US$/short ton (22.01-23-09) began to increase 

in early 2022 from a low of US$[X X X] per short ton to level out at slightly over 

US$[XXXX ] per short ton in the Fourth Quarter of 2002 and into the First Quarter of 2023. 

[ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

] 

 

From those peaks, pricing for seamless OCTG tubing and casing in the US market has 

begun to settle and is currently averaging US$[X  X] per short ton.  These trends carry into 

the Canadian oil and gas market as well, and it is expected that demand in Canada for 

seamless OCTG tubing and casing will remain strong, with relatively fewer suppliers in 

the market than for ERW OCTG. 
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Conclusion and Request 

It is respectfully submitted by ILJIN Steel that further to the CBSA’s Policy in D-Memo 

14-1-8, as cited at paragraph 12, the above constitutes a properly documented request for 

the initiation of a Normal Value Review and addresses those factors identified by the CBSA 

as being relevant to its discretionary initiation of such a review, as follows:  

 

12. In consideration of any representations received and other information 

available to and deemed relevant by the CBSA, the following factors are taken into 

account when determining whether to initiate a re-investigation or normal value 

review, as appropriate: 

a) the volume of imports of the subject goods and fluctuations in import 

volume; 

b) the elapsed time since values were last issued; the nature of the subject 

goods; 

c) the presence of new models or products imported; 

d) the presence of new exporters of the subject goods; 

e) changes in the selling prices in the exporter's home market; 

f) changes in the selling prices in the exporter's third country export 

markets; 

g) changes in the exporter's costs; 

h) fluctuations in the currency exchange rate; 

i) changes in the nature or amount of subsidies; 

j) changes in the channels of distribution for the goods sold to Canada; 

k) changes in any other manner in which the goods were sold to Canada; 

l) the need to review the export prices, such as where exporters are 

associated with the importers; 

m) the number of requests for re-determination; 

n) the timing of the next expiry review; 

o) resources available; and 

p) any other relevant consideration. 

 

Moreover, ILJIN Steel’s request warrants a Normal Value Review rather than a re-

investigation as addressed in paragraph 14 of D-Memo 14-1-8 given its focus on seamless 
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OCTG, with a different set of raw material, production cost and finished goods selling 

trends and prices versus those in place for ERW OCTG. 

 

For all of the above-mentioned reasons, the conduct of a normal value review for ILJIN 

Steel is warranted and necessary to the proper enforcement of the Tribunal’s Order on 

OCTG from Korea.  The current market conditions have changed and new prospective 

normal values are needed to allow the supply of Canadian demand for seamless tubing and 

casing.  

 

We believe the foregoing demonstrates a reasonable need to conduct a company-specific 

normal value review. Should additional information be required to support our request for 

a re-investigation, we would be pleased to submit any information you consider necessary. 

Yours very truly, 

DS LAWYERS CANADA LLP 

 
Vincent M. Routhier 

Counsel to ILJIN Steel 

 

Attach. 
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EXHIBIT 1 

 
CBSA Exporter Letter Issued to ILJIN Steel Dec. 14 

 
 

Non-Confidential Summary: 

 

The following is a non-confidential summary of the confidential attachment. The confidential 

attachment consists of the Protected Cooperative Exporter Letter issued to ILJIN Steel on 

December 14, 2015 in OCTG 2 Re-Investigation.  It’s public dissemination or release would cause 

significant business prejudice to ILJIN   
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04   ILJIN Steel Corporation

 The Company Overview In Brief
     � �Founded in 1982 as a Steel and aluminum bobbin supplier for synthetic fiber winding. ILJIN has been leading the market as a 

unique supplier for high strength and precision bobbins. In the early of 1990’s on the basis of precision tube technology, ILJIN 

launched new businesses in cold drawn tube, aluminium clad steel wire and cold drawn shaped bar drawing industries.

     � �ILJIN’s creative philosophy has led the ILJIN Steel to become one of technological leaders of manufacturing raw material to 

innovative products. By establishing core competencies in cold drawing and metal forming technologies, ILJIN Steel maintains 

its edge through accelerated expansion in diversified products and persistent quality improvement.

     � �ILJIN Steel established Seamless Pipe facility in 2012 upon the strong foundations of top-notch manufacturing and market 

experiences. ILJIN’s Steel is proud of excellent product quality and reliable delivery.

     � �ILJIN’s one of priorities is to build a long term relationship with customers along with on-time delivery and highest quality in 

products and services. In order to reach the goal of total customer satisfaction, ILJIN has built a worldwide service network 

channel to provide customers real time services.

1982. 05. 
 Established ILJIN Steel Corporation
 Development & Production of Al/Steel Bobbin

1984. 04.
 Expansion Anyang Factory 

1991. 03.
 Established R&D Center

1992. 05. 
 Established Suwon Plant

1992. 06. 
 Development of Precision Cold Drawn Steel Tubes

1998. 06. 
 Development of Cold Drawn Shaped Bars

2011. 02. 
Groundbreaking for Hot Finished Seamless 
Tube Plant

2011. 08. 
Jeonju Cold Drawn Tube Plant Completed

2012. 07. 
Jeonju Hot Finished Seamless Tube Plant 
Completed

2008. 09. 
Approved as “Advanced Technology Center” by Korean 
Government

2008. 12. 
Received “Parts and Materials Technology Award“ 
by Korean Government

2005. 03. 
Development of Cold Drawn Stainless Steel tubes

2007. 12. 
Development of Heat Exchanger Tube

Company Profile ON  05

 2 Manufacturing facilities, R&D Center, 
    Sales office(ILJIN Steel America) in USA

 Production Capacity
       Cold drawn Tube & Pipe : 100,000 ton/year
       Hot finished SMLS Tube & Pipe : 300,000 ton/year
       Aluminium clad steel wire : 10,000 ton/year 

 Professional R&D Capability 
       Number of Researchers/Engineers : 150
       Material development, product design, production, 
          inspection and quality assurance for customers 

Company Overview
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To realize the happiness of customers, stakeholders, employees,

investors And suppliers concerned with ILJIN Steel Corporation through 

“New value creation”

Core Value

New challenger required in 21’st century! potential power to pioneer 

new fields with distinguished perspectives. Those will be essential for 

the up growing of the new ILJIN Steel Corporation.

Mind of challenge

The honest management demeanor that is made in transparent 

communication is the core values that are pursuit by ILJIN Steel 

Corporation.

Honesty and faithfulness

Emphasizing on technology

We will take the main role of the future growing industries through 

the specialization of high technology. The development technology of 

ILJIN Steel Corporation is the firm basis of the future competitiveness 

fostering that is commanding also worldwide.

ILJIN Steel Corporation will lead the future together with the human 

resources of high capabilities, of new ideas as well as new values 

continuously and of deep understanding on the core value of the 

company.

Respect for talented people

The world’s leading company specialized in high value-added specialty tube manufacturing

 �We will be the superior enterprise in the near future manufacturing the system component where high 
technologies are integrated by challenging to a new field and creating new values through unceasing 
technology development and innovation. In addition, We will be the representative enterprise in Korea, 
being respected from many people, where the excellent talented people are gathered, by doing our 
best for our social responsibility as well as managing the company based in morality

Envisioned 
Future

Vision 
Statement

Vision
Core Purpose

Since ILJIN has many kinds of draw benches and 
straightening M/C, our size range is able to cover outside 

diameter from 6mm to 308mm. Covering heat-
treatment range 400℃~1200, we are able to 

produce almost all kinds of steel grade, 
bearing steel, alloy steel, carbon 

steel and stainless steel.

ILJIN have integrated process with cold 
drawing, tube forming, heat treatment and seamless 

manufacturing. It is possible to provide a better service 
to customer, quick delivery, technical improvement, 

value engineering, prompt feed-back for 
quality improvement.

Our multiple inspection can detect all 
kinds of defect on tube. In mother tube stage, 

all tubes should be inspected by U.T & ECT and 
after finish cold drawing, we conduct full 

body U.T or ECT one more time.

ILJIN Steel promises on-time delivery and 
prompt response to customers. With ILJIN's 

global network through overseas offices and 
partners in the US, China, Taiwan, Mexico, 

Europe and all around the world, prompt 
service and opt imal customer 

supports can be provided.

Total Solution provider 
for tubular parts 

Wide Size range and 
steel material

Perfect inspection 
system

Delivery & 
Service

Core Competency 
of ILJIN Steel

Products Line for 
industry

SMLS tube for 
Power Generation

Line pipe for 
Plants, Heavy industry

Mechanical Tube for 
Heavy industry

OCTG for 
Oil & Gas Industry

Stainless steel Tube 
for precision clean 

industry & Plants

Precision cold drawn 
shapes for precision 

industry

Aluminium clad steel wire 
for Electricity Industry

Automotive parts for 
automobile Industry

Core Competency & Products
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Products

OCTG
Casing & Tubing
Drill Pipe

Power Generation
HRSG
Boiler

Line Pipe
Onshore
Offshore

Mechanical
Hydraulic Cylinder
Mechanical Tubing
Drill Rod

Automotive

Stainless tube
Mechanical tube	
Gas Spring	
heat Exchanger tube
Duplex Stainless steel tube	
Clean tube	

Precision Cold Drawn Shapes
LM guide
Block
Miniature

Aluminium Clad Steel Wire

10

14

18

22

28

30

36

38

Seoul

Suwon

JeonJu Busan

 Manufacturing Facilities

 Research & Development Center

 ILJIN Steel America,co.

Cold Drawing Facility

Seamless Steel Tube Facility 

Cold Drawing Facility

Plant Manufacturing Facility

Carbon Steel Tube

STS BA Tube

Precision Shaped Bar

Complete Hot Rolling Line

Finishing Line

Quenching & Tempering

• Location : Suwon & Jeonju
• Advance Technology Center nominated by Korea Government

• Ferritic  Alloy Tube for Power Boiler & HRSG
• Non- Ferrous Metal Cold Drawing

(Ni alloy for SG Tube, Duplex Stainless Steel)

• Premium OCTG
(Sour Service C&T, Line Pipe for Ultra deep Offshore)

• Mechanical testing & Creep Behavior
• Corrosion testing & Micro Analysis
• Chemical composition analysis

R&D Center

Development

Test Equipment

Site Introduction

Location : Houston, USA
Sales & customer services for ILJIN Steel Products 
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I L J I N  S T E E L

The first partner “  Corporation”

Product Method Unit O.D W.T Standards/Grades

Tubing

Seamless

inch(mm)
2 3/8 ~ 4 1/2

(60.33 ~ 114.3)
0.167 ~ 0.630
(4.24 ~ 16.00)

J55, K55, N80 Type 1/Q, L80 Type 1/9Cr/
13Cr, C90, T95, C110, P110, Q125

Casing inch(mm)
4 1/2 ~ 7

(114.3 ~ 177.8)
0.205 ~ 0.875
(5.21 ~ 22.23)

OCTG – Casing & Tubing 

OCTG  is steel pipes which are used for oil and natural gas extraction and drilling. 
Casing is usually installed in rigs to prevent the breakdown of the oil well and the wall. It can also prevent foreign 
matters from entering to extraction process e.g., water or soil. 
Tubing transports the oil and gas from well to the on ground floor. 
Since ILJIN Steel has produced and supplied high value products for industry sectors in extreme temperatures and 
pressures, we are building our reputations as a seamless pipe manufacturer in the industry.

 Product Introduction

 Performances

 Product

Strength &
Ductility

(Heat treatment,
Chemistry)

High Collapse
(Dimensive 

control)

Corrosion 
Resistant 

(Sour Service)

Low 
Temperature 
(Arctic Service)

 Material Selection

 Available Materials for Sour and Sweet Service

Min.
Y.S (ksi)

Group High
Collapse

Sour
Service

Arctic
Service1 2 3 4

40 H40

55 J55
K55

65 M65

80
N80-1
N80-Q

L80-1
L80-9Cr

L80-13Cr
HC L80 L80L

90 C90-1 C90

95 R95 T95-1 HC T95 T95

110 P110 HC P110 C110 P110L

125 Q125-1

Duplex Stainless

High Ni AlloyQuench
Annealed

P
ar

ti
al

 P
re

ss
ur

e 
of

 C
O

2, 
ps

ia

API J55
N80

NACE

0.05 psia

API L80
C75-2

85SS
90SS

104

103

102

10

1

101

102

103

ILJIN Available

10-2 10-1 1 10 102 103 104

Partial Pressure of H2S, psia

13CR
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I L J I N  S T E E L

The first partner “  Corporation”

Product Method Unit O.D W.T Grades

Drill Pipe Seamless inch(mm)
2 3/8 ~ 4 1/2

(60.33 ~ 114.3)
0.254 ~ 0.500
(6.45 ~ 12.7)

E75, X95, G105, S135

Grade
C Mn Mo Cr Ni Cu P S Si

min. max. min. max. min. max. min. max. max. max. max. max. max.

E 0.030 0.020

X, G, S 0.020 0.015

OCTG – Drill Pipe 

OCTG  refers to steel Pipes used in extraction of natural gas & oil and Rig drilling. 
The Drill Pipe delivers a rotational movement of the ground drills attached to the bottom end of the excavation 
equipment and injects water for cooling. Since ILJIN Steel has supplied high quality Drill Pipes of a wide range of 
specifications to meet customer’s requirements including API, we are recognized for high reliability and quality in the Oil 
& Gas drilling sites over the world.

 Product Introduction  Dimensions and Tolerances

 Length Range

 Standard Drift Size

 Performances

 Product

 Chemical Composition

Item Tolerances

Outer Diameter Pipe Body

D≤101.60mm ±0.79mm

D≥101.60mm
+1.0%D

-0.5%D

Wall Thickness
API Standard -12.5% min. 

Special Requirement  RBW 95% min.

Weight
(Single Length)

API Standard -3.5 / +6.5%

Special Requirement -3.5 / +14%

Product Range 1 Range 2 Range 3

Drill Pipe 6.10 ~ 7.01 8.84 ~ 9.75 12.19 ~ 13.72

Grade

Mechanical Properties

Yield Strength Tensile Strength Elongation
(%)min. ksi (MPa) min. ksi (MPa) min. ksi (MPa)

E 75 (517) 105 (724) ≥ 100 (689)

eX 95 (655) 125 (862) ≥ 105 (724)

G 105 (724) 135 (931) ≥ 115 (793)

S 135 (931) 165 (1,138) ≥ 145 (1,000)

(Unit : m)

* Minimum pipe-body elongation in a 50.8mm gauge length, e = k×A0.2/U0.9 where k is a constant.

Tensile 
Strength

Torsional 
Strength

Internal 
Pressure

Collapse 
Pressure
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I L J I N  S T E E L

The first partner “  Corporation”

Method O.D(mm) W.T(mm) Standards

Seamless 21.3~177.8 2~25
ASTM/ASME A/SA106, A/SA179, A/SA192, A/SA 209, A/SA210, A/SA213, 

A/SA335, EN 10216-2, JIS G3461, G3462

Power Generation – HRSG / Boiler 

ILJIN Steel provides tubes and pipes serving the power generation industry where critically high temperatures and 

pressures necessitate rigorous quality standards.

ILJIN Steel manufactures various carbon and alloy steel tubes and pipes in accordance with EN and ASTM standards.

ILJIN Steel offers a broad range of high quality hot-finished and cold-finished tubes and pipes for power generation applications.

Tubes and pipes are made in random lengths from 3 to 28m and fixed lengths upon customer request.

 Product Introduction  Tube and Pipe Products for HRSG & Boilers

 Performances

 Product

United States Europe Japan

ASTM/ASME EN JIS

A/SA
106

A/SA
179

A/SA
192

A/SA
209

A/SA
210

A/SA
213

A/SA
335

10216-2
G3461
G3462

Carbon 
Steel

Gr. A Low Carbon Low Carbon P235GH STB340

Gr. B Gr. A1 P265GH STB410

Gr. C Gr. C STB510

Low Alloy
 Steel

T1/T1a P1 8MoB5-4
STBA12
STBA13

T11/P11 10CrMo5-5 STBA23

T12/P12 13CrMo4-5 STBA22

T22/P22 10CrMo9-10 STBA24

High Alloy 
Steel

T91/P91 X10CrMoVNb9-1 STBA28

T92/P92 X10CrWMoVNb9-2 STBA29

 Tolerances on outside diameter

mm Standard requirements ILJIN Steel

H/F
OD ≤ 76.2 -0.8 / +0.4 -0.4 / +0.4

OD > 76.2 According to ASTM standards

C/F All OD According to ASTM standards

 Tolerances on minimum wall thickness (up to 76.2 mm OD)

ASTM requirements ILJIN Steel

MWT Hot-finished Cold-finished Hot-finished

≤ 2.4 -0 / +40%
 OD ≤ 38.1
: -0 / +20%

 OD > 38.1
: -0 / +22%

-0 / +35%

> 2.4 ~ ≤ 3.8 -0 / +35% -0 / +35%

> 3.8 ~ ≤ 4.6 -0 / +33% -0 / +24%

> 4.6 -0 / +28% -0 / +22%

* Other Grades are available on request

* For OD > 76.2 mm, wall thickness tolerances according to ASTM standards

 High 
Temperature 

Strength

 Creep 
Properties

 Steam 
Oxidation 

Resistance

 Fire Side 
Corrosion 

Resistance 
(High Alloy Steel)

Po
w

er
 G

en
er

at
io

n
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I L J I N  S T E E L

The first partner “  Corporation”Power Generation – HRSG / Boiler 

 Available Size Range for Seamless Tubes (ASTM)

       Tmin.     
mm  Minimum Wall Thickness

OD

mm  2.03 2.29 2.41 2.54 2.67 3.05 3.43 3.81 4.19 4.57 5.08 5.59 6.10 6.60 7.11 7.62 8.13 

21.34 

26.67 

30.23 

31.75 

33.40 

38.10 

42.16 

42.42 

44.45 

48.26 

50.80 

53.98 

57.15 

60.33 

63.50 

69.85 

73.00 

76.20 

82.55 

88.90 

95.25 

101.60 

114.30 

127.00 

133.35 

139.70 

143.00 

152.40 

159.00 

168.28 

177.80 

Minimum Wall Thickness

8.64 9.14 9.65 10.16 11.18 11.68 12.19 12.70 13.49 14.30 15.09 16.51 17.78 19.05 20.32 21.59 22.86 24.13 25.40 

* Intermediate sizes are available on request   * H/F : Hot Finished   * C/F : Cold Finished

C/F Only

H/F + C/F
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I L J I N  S T E E L

The first partner “  Corporation”

Standard / Grade
API 5L Grade B / X42 / X46 / X52 / X60 / X65 / X70 / X80
ASTM A106G B&C, A53 GB, A333 G6

Main Size
OD 21.3mm ~ 168.3mm (NPS ½” ~ 6”)

Length 6,401mm ~ 18,288mm (SRL / DRL / TRL)

Manufacturing
Method

Hot Finished : NPS 2” and above 
Cold Finished : Less than NPS 2

Delivery
Option

End Finish Plain-End  Beveled, Plain-End Square Cut, Threaded

Coating
Outside Surface : Varnish Coated or 3-LPE (FBE+Adhesive+PE) 
Inside Surface : PE

Line Pipe – Onshore / Offshore

ILJIN Steel manufactures a wide range of line pipes for onshore and offshore applications.

Line pipe is available in sizes ranging from 1 to 7 inches and can be produced by seamless manufacturing method 

following  API 5L, EN and DNV standards.

Pipes are inspected for internal and external defects using ultrasonic and electromagnetic inspection equipment. 

Pipes are automatically packed in bundles and tied with steel banding or wires in compliance with API loading and 

transportation standards.

� �Line Pipes require high yield strength, corrosion resistance and low temperature strength. ILJIN Steel offers X70 and X80 and their 

corrosion resistance is ensured by conducting Hydrogen Induced Cracking (HIC) test and Sulfide Stress Corrosion Cracking (SSCC) 

test. Additionally, ILJIN’s line pipes possess excellent low temperature strength which is proven by Crack Tip Opening Displacement 

(CTOD) test. 

 Product Introduction  Chemical Composition for PSL2, API Spec 5L / ISO 3183

 Chemical Composition for Sour & Offshore, API Products Spec 5L / ISO 3183

 Performances

 Product

* Other
(1) Ca ≤ 0.006%

(2) Al/N ≥ 2:1 (Not application to Ti killed or Ti treated steel)

* Calculated according to API Spec 5L / ISO 3183

Steel Grade
(Steel Name)

Mass fraction, based upon heat & product analysis %, max Carbon equivalent

C Si Mn P S V Nb Ti other CEIIW

L245N or BN 0.24 0.4 1.2 0.025 0.015 0.04 • ≤0.43

L290N or X42N 0.24 0.4 1.2 0.025 0.015 0.06 0.05 0.04 • ≤0.43

L320N or X46N 0.24 0.4 1.4 0.025 0.015 0.04 0.05 0.04 • ≤0.43

L360N or X52N 0.24 0.45 1.4 0.025 0.015 0.1 0.05 0.04 • ≤0.43

L390N or X56N 0.24 0.45 1.4 0.025 0.015 0.1 0.05 0.04 • ≤0.43

L415N or X60N 0.24 0.45 1.4 0.025 0.015 0.1 0.05 0.04 • ≤0.43

L290Q or X42Q 0.18 0.45 1.4 0.025 0.015 0.05 0.05 0.04 • ≤0.43

L320Q or X46Q 0.18 0.45 1.4 0.025 0.015 0.05 0.05 0.04 • ≤0.43

L360Q or X52Q 0.18 0.45 1.5 0.025 0.015 0.05 0.05 0.04 • ≤0.43

L390Q or X56Q 0.18 0.45 1.5 0.025 0.015 0.07 0.05 0.04 • ≤0.43

L415Q or X60Q 0.18 0.45 1.07 0.025 0.015 • • • • ≤0.43

L450Q or X65Q 0.18 0.45 1.07 0.025 0.015 • • • • ≤0.43

L485Q or X70Q 0.18 0.45 1.80 0.025 0.015 • • • • ≤0.43

L555Q or X80Q 0.18 0.45 1.90 0.025 0.015 • • • • as agreed

Steel Grade
(Steel Name)

Mass fraction, based upon heat & product analysis %, max Carbon equivalent

C Si Mn P S V Nb Ti Al Cu Ni Cr Mo B N other CEIIW

L360Q(S) or
X52Q(S)

0.16 0.45 1.65 0.020 0.080 0.07 0.05 0.04 0.06 0.35 0.015 0.3 0.3 0.15 0.0005 • ≤0.20 + 0.03

L390Q(S) or
X52Q(S)

0.16 0.45 1.65 0.020 0.080 0.07 0.05 0.04 0.06 0.35 0.015 0.3 0.3 0.15 0.0005 • ≤0.21 + 0.03

L415Q(S) or
X60Q(S)

0.16 0.45 1.65 0.020 0.080 0.08 0.05 0.04 0.06 0.35 0.015 0.3 0.3 0.15 0.0005 • ≤0.22 + 0.03

L450Q(S) or
X65Q(S)

0.16 0.45 1.65 0.020 0.080 0.09 0.05 0.06 0.06 0.35 0.015 0.3 0.3 0.15 0.0005 • ≤0.22 + 0.03

L485Q(S) or
X70Q(S)

0.16 0.45 1.65 0.020 0.080 0.09 0.05 0.06 0.06 0.35 0.015 0.3 0.3 0.15 0.0005 • ≤0.22 + 0.03

Li
ne

 P
ip

e

Adhesiv

Bare Pipe

Polyethylene

Fusion Bonded
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I L J I N  S T E E L

The first partner “  Corporation”Line Pipe – Onshore / Offshore

 Mechanical Properties for PLS2, API Spec 5L / ISO 3183  Coating Pipe Range

 External Three Layer PE Coating

Steel Grade

Pipe Body (Seamless)

Yield Strength Rt0.5, MPa (Psi) Tensile Strength Rm, MPa (Psi)

min max min max

X42 / L290 290 (42,100) 495 (71,800) 415 (60,200) 655 (95,000)

X46 / L320 320 (46,400) 525 (76,100) 415 (60,200) 655 (95,000)

X52 / L360 360 (52,200) 530 (76,900) 460 (66,700) 760 (110,200)

X56 / L390 390 (56,600) 545 (79,000) 490 (71,100) 760 (110,200)

X60 / L415 415 (60,200) 565 (81,900) 520 (75,400) 760 (110,200)

X65 / L450 450 (65,300) 600 (87,000) 535 (77,600) 760 (110,200)

X70 / L485 485 (70,300) 635 (92,100) 570 (82,700) 760 (110,200)

X80 / L555 555 (80,500) 705 (102,300) 625 (90,600) 825 (119,700)

Coatings O.D W.T Length Coatings

External 60.33~168.28 3.9~25 12,800 max. 3LPE

Internal 114.3~168.28 6.0~25 6,400 max. PE

Parameter Specification

Application Standard API, DIN

Coating Thickness
1’st Layer : 100~175 ㎛

2’nd Layer : 150~400 ㎛

3’rd Layer : 3000 ㎛

Pipe end space 130~150mm

Adhesion Strength Under Room Temp. : 150N/cm length

Pressure Resistance Under Room Temp. : 0.2mm

Elongation(%) Under-40℃ : 100

(Unit : mm)

 Available Size Range for Seamless Tubes (ASTM)

O.D Wall Thickness

inch 0.079 0.118 0.157 0.196 0.236 0.275 0.314 0.354 0.393

inch mm 2.0 3.0 4.0 5.0 6.0 7.0 8.0 9.0 10.0

0.840 21.34

1.050 26.67

1.315 33.40

1.660 42.16

1.900 48.26

2.375 60.33

2.875 73.03

3.500 88.90

4.000 101.60

4.500 114.30

5.000 127.00

5.563 141.30

6.625 168.28

Wall Thickness

0.433 0.472 0.511 0.551 0.590 0.629 0.669 0.748 0.787 0.866 0.944 0.984

11.0 12.0 13.0 14.0 15.0 16.0 17.0 19.0 20.0 22.0 24.0 25.0
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I L J I N  S T E E L

The first partner “  Corporation”Mechanical tube – Hydraulic Cylinder

ILJIN Steel produces hot-rolled and cold-drawn mechanical tubes made of alloy steel that meet or exceed various 

international standards including ASTM A519, ASTM A513, EN 10297 and EN 10305.

ILJIN Steel has integrated process with Seamless tube and cold drawing. ILJIN endeavors to provide better services to 

customers, quick delivery, technical improvement, value engineering, prompt feed back for quality improvement.

 Product Introduction  Tube For Hydraulic Cylinder

 Tube For Telescopic Cylinder

Ready to Honing

Ready to Use

 List of Standards and Ranges for Mechanical Application

Specification Steel Grade

ASTM A519/513
Seamless/ERW Carbon and Alloy Steel Mechanical Tubes

1008 - 1045, 52100, 1520, 1536,
1541, 4115, 4130

JIS 3441
Alloy Steel Tube for Machine Structural Purpose

STKM11 - 20
S10C - S58C
SCM, SCR, SNCM, SUJ2

JIS 3445
Carbon Steel Tube for Machine Structural Purpose

JIS 4051
Carbon Steel for Machine Structural use

DIN EN 10297-1
Seamless circular steel tubes for mechanical and general engineering 
purpose; Non-alloy and alloy steel tubes

E235, E355, E470 and others
according to standards

DIN EN 10305-1
Steel tubes for precision applications; Seamless cold drawn tubes

E235, E355

Application Supply Condition Material Grade Size Range

Double Acting
Telescopic

ERW & Seamless
(DOM, CDS)

Stress Relived (BKS)
SAE1020, 1026

EN10305(St52.3)
STKM13C

O.D : 40 ~ 308
W.T : 4.0 ~ 25.0
L’th : 4~11.5m

Technical Characteristics

OD
Tolerance -0 / +0.5mm

Roughness Ra 6.3㎛ , Rt 63㎛ Max.

ID
Tolerance +0.05 ~ +0.35 / according to Spec.

Roughness Ra 1.6㎛ , Rt 16㎛ Max.

WT Tolerance ±5% of Wall Thickness

Straightness 0.5mm/m

Concentricity < 2% of wall thickness

Steel Grade DIN 2393 St52.3+SR

Technical Characteristics

OD Tolerance -0 / +0.5

ID Roughness according to EN10305-2

Surface defects max. 0.20mm

Straightness 0.5mm/m

Eccentricity max. 5% from the value of the WT

Steel Grade EN10305-2 E355+SR

Application Supply Condition Material Grade Size Range

SSID Tube
(No honing)

Tube Condition ERW & DOM (BK)
SAE1020/1026

EN10305(St52.3)
STKM13C

O.D : 15.0~140
W.T : 1.0~12.5
L’th : 4~11.5m

Dimension Tolerance ISO H9 Grade

Inside Roughness Rmax 5μm Max.

(Unit : mm)

(Unit : mm)

 Chrome Plating ROD tube

M
ec

ha
ni

ca
l
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I L J I N  S T E E L

The first partner “  Corporation”Mechanical tube – Hydraulic Cylinder

 Size Range

Wall Thickness (mm)

3.0 3.5 4.0 5.0 5.5 6.5 7.0 7.5 8.0 9.0 9.5 10.0 11.0

25.4

27.2

31.8

33.4

38.1

42.2

42.7

44.5

48.3

48.6

50.8

54.0

60.3

63.5

73.0

76.2

88.9

101.6

114.3

127.0

139.7

141.3

152.4

165.2

168.3

177.8

190.7

215.9

228.6

241.3

254.0

266.7

279.4

292.1

304.8

Wall Thickness (mm)

12.0 13.0 14.0 15.0 16.0 17.0 19.0 20.0 22.0 24.0 25.0 26.0 27.0 28.0 29.0 30.0

* Intermediate sizes are available on request

Ou
ts

id
e 

D
ia

m
et

er

Seamless Hot finished
Seamless Cold finished
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I L J I N  S T E E L

The first partner “  Corporation”Mechanical Tube – Drill Rod

Product Method Size Unit O.D I.D W.T Grade

Drill Rod
Seamless or 

ERW

B rod
inch
(mm)

2.187
(55.55)

1.813
(46.05)

0.187
(4.75)

SAE4130, SAE1541

N rod
inch
(mm)

2.750
(69.85)

2.375
(60.33)

0.188
(4.76)

H rod
inch
(mm)

3.500
(88.90)

3.063
(77.80)

0.219
(5.55)

HWT rod
inch
(mm)

4.500
(114.30)

4.000
(101.60)

0.250
(6.35)

Grade
C Mn Mo Cr Si P S Ni

min. max. min. max. min. max. min. max. min. max. max. max. max.

1541 0.36 0.44 1.35 1.65 0.040 0.050

4130 0.28 0.33 0.40 0.60 0.15 0.25 0.80 1.10 0.15 0.35 0.040 0.040

ILJIN Steel is fully capable of producing drilling rods in both cold-drawn seamless and cold-drawn welded.All raw 
materials used in producing drilling rods are sourced and made in Korea. The fact that ILJIN Steel is a seamless mill that 
uses its own hollows to cold-drawn is what distinguishes itself among the others.Our materials used in manufacturing 
drilling rods have life-expectancy above 5,000 meters deep and an outstanding performance out in the field.

 Product Introduction  Dimensions and Tolerances

 Technical characteristics

 Mechanical Properties

 Performances

 Product

 Chemical Composition

Size
Tolerance

OD ID Length

B rod -0.000 / +0.010 -0.005 / +0.005

-0 ~ +3/16”N rod -0.000 / +0.010 -0.005 / +0.005

H rod -0.000 / +0.012 -0.005 / +0.005

HWT rod -0.000 / +0.015 -0.008 / +0.008

Item. Spec.

Eccentricity max. 5%

Residual Stress max. 80 MPa

Straightness 1.0mm/3,000mm (T.I.R)*

Grain Size
According to ASTM E112,

Shall be 8 or finer

Decarburization shall not exceed 0.005”(0.127mm)

Grade

Mechanical Properties

Yield Strength Tensile Strength Elongation 2”
min. (%)min. (MPa) min. (MPa)

1541 690 813 15

4130 690 813 15

(Unit : inch)

*T.I.R :  Total Indication Reading

High
Tensile 

Strength

Low
Residual 
Stress

Excellent
Straightness

Low
Eccentricity
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I L J I N  S T E E L

The first partner “  Corporation”Automotive

ILJIN Steel manufactures a wide range of tubes for automotive applications.  Pipes are available in sizes ranging from 0.5 

to 7 inches and can be produced by seamless method according to ASTM, JIS, EN and SAE standards. 

The pipe is inspected for internal and external defects using ultrasonic inspection and ECT equipments. The pipe can 

packed as customer’s requests.

 Product Introduction  Performances
     � �Automotive parts require high dimensional accuracy, and excellent internal and external surface condition. Also, its 

microstructure along with mechanical properties such as tensile, hardness, and impact properties should be strictly controlled. 

 Tube For Automotive Parts

Items Material
Size(mm)

Condition
O.D W.T

Drive Shaft
ASTM 1026
ASTM 1035

EN 25CrMo4
20 - 60 2 – 6

Cold Drawn & Annealed
Cold Drawn & Q/T

Cam Shaft
JIS S45C, SCM420

DIN 2391 ST52
ASTM A519 1527

25 - 45 4.5 – 6.5 Cold Drawn

Airbag Inflator
SAE 1510-M
10CrMnMo

20 - 70 1.5 – 4 Cold Drawn & Q/T

Axle
SAE 1030, SAE 1527

EN E355(ST52)
101.6 – 152.4 6.35 – 25.4 Hot Finished SMLS

CV Joint Cage
SAE 8617H

EN 16MiCrMo2
40 - 90 4 – 14 As rolled or Normalized

Bearing
SAE52100

EN 100Cr6, SUJ2
20 - 170 1.5 -20 Spheroidizing Annealed

Synchronizer Cone
SUJ2

100CrMnSi6-4
59 - 103 4 - 8

Spheroidizing Annealed
& Cold Drawn & Q/T

Annulus Gear SCr420H 132 - 152 12 - 13 SMLS Tubing & Q/T

Shock Absorber
Rod

JIS S45C
SAE 1045, SAE 4130

22 - 25 3 - 4
Cold Drawn & Post-

processed(Welding ~)

Inner Race SCr420HB 149 - 169 9 - 12
SMLS Tubing & Q/T
& Final Machining

Au
to

m
ot

iv
e
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I L J I N  S T E E L

The first partner “  Corporation”Stainless Steel Tube

 Applications

 Available Specification

 Gas Spring

Toxic and high purity gas supply line for 
semi-conductor and LCD manufacturing

Instrument tube for oil & gas

Painting & Sanitary use
( beverage, drink, Medical)

Damper & Gas spring

Power plant Heat exchanger and Boiler

Automobile parts 
( Engine fuel rail, Exhaustion system)

Tube fitting & Elbow

Method O.D(mm) W.T(mm) Standard

Cold finished 6.0~88.9 0.7~4.0
ASTM A213 ,269, 270, 632 ,789 ,B444

ASME SA213, SA789, JIS G3459
DIN 10216-5. DIN17458

Classification Material Application

Austenitic Stainless
TP304,304L,TP316,316L

TP316Ti,TP321,TP317,TP310
TP347, 904L

Clean Tube, Heat exchanger tube, 
Mechanical tube, Automotive tube

Duplex S31803, S32205, S32750, S32760 Heat exchanger tube, Petrochemical plant

Nickel Alloy Alloy625, 690, 800, 825 Heat exchanger tube

Feature 

Special tolerance control

Dimension Roughness 

Flexible  production

(Mechanical properties control) 

Mechanical Properties

Dimension Tolerance

Roughness

Grade Y.S (MPa) T.S (MPa) E.L (%) Remark

304/ 316 205min. (290) 515min. (605) 35min. (60)

304L/316L 170min.  (270) 485min.  (585) 35min. (58)

Contents OD (㎜) ID (㎜) Remark

Commercial ±0.08 1) 0, +0.08 (or -0.08)

Special 0 , +0.08 (or -0.08) 0, +0.05 (or -0.05)

Contents Outer side Inner side Remark

Commercial Ra 1.0 ㎛ (40 μin)  max. Ra 0.8 ㎛ (32 μin) max.

Special Ra 0.8 ㎛ (32 μin)  max. Ra 0.5 ㎛ (20 μin) max.

Spec. (Actual) 

* It is possible to review when the required mechanical properties are out of above Spec.(Including  Grade)    

* 1)  is Valid for less than  O.D 28.0 ㎜ ( Please inquire  if you need  over size )      

* It is possible to review when the required roughness 
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The first partner “  Corporation”Stainless Steel Tube

 Heat Exchanger Tube  Clean Tube

Spec. OD (㎜) W.T (㎜) L (㎜) Steel Grade

Austenitic 
Stainless 

steels

ASTM A213 / 
ASME SA213

 12.7~60.5   0.89 ~ 4.0

3~16

304(L), 316(L), 310S
316Ti, 321,347, 904L

EN 10216-5 

 19.0~60.5   1.2 ~ 4.0

1.4301, 1.4306,
1.4401, 1.4404,
1.4509, 1.4541, 
1.4550, 1.4845,DIN 17458  

Duplex
Stainless

Steels

ASTM A789/ 
ASME SA789

 15.8~60.33  1.2~ 4.0

3~16

S31803,  S32205,
S32750,  S32760

EN 10216-5 

 19.0~60.33   1.65 ~ 4.0
1.4462,  1.4410,

14501

DIN 17458  

• Produced order, minimum quantity 2 metric ton

• Length  4~18M (below out diameter 15.8㎜  Maximum 10M)

Spec. Application

ASTM A632

Semiconductor  Pipe Line, Fitting
 Using for Electro-polishing Tube

ASTM A269

JIS G3459

ASTM A270 Sanitary Line and Equipment

Chemical  Composition (Special  VOD1))

Grade C Si Mn P P Ni Cr Mo

VOD

316L-
LS2)

Min 12.00 16.00 2.00

Max 0.025 0.60 0.80 0.040 0.005 15.00 18.00 3.00

316L-
HS3)

Min 0.005 10.00 16.00 2.00

Max 0.035 0.75 1.80 0.040 0.012 14.00 18.00 3.00

316L 
VIM 4)/ VAR 5)

Min 14.50 16.00 2.20

Max 0.020 0.50 0.05 0.040 0.003 16.50 18.00 3.00

* 1)  Vacuum Oxygen Decarburization   2) Low Sulfur   3) High Sulfur     4) Vaccum Induction Melting    5) Vacuum Arc Remelting

Item
Size (㎜) Outer side Inner side 

O.D W.T O.D W.T(%) Ry ㎛ Ra (μinch)

Tube

6.35 1/4”
0.89

-0, +0.05
±10

3.0 15

1.0 +10, -5

9.53 3/8” 
0.89

-0, +0.05
±10

1.0 +10, -5

12.7 1/2”

1.0

-0, +0.07

+10, -5

1.24
±10

1.65

19.05 3/4” 1.65 -0, +0.10
±10

25.4 1” 1.65 ±0.10

Pipe

21.7 15A

1.65

±0.10

±10

3.0 15
27.2 20A

34.0 20A
3.5 15

42.7 32A ±0.15

48.6 40A ±0.20 4.0 20

60.5 50A 4.5 25
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The first partner “  Corporation”Stainless Steel Tube

 Mechanical (Metric) Tube  Size Range

• 1) is subject to change upon customer’s request when required for min. wall, Nominal W.T. -0%, +20%

• 2) ±7.5% or ±0.15㎜ whichever is the greater (When required by purchaser)

* It is possible to review when the required size is out of above range

Steel  Grade

Dimension Tolerances

Contents Steel  Grade Remark

ASTM/ ASME, JIS 304(L), 316(L), 316Ti,  317L,  321, 347,  904L     

EN/ /DIN 1..4301, 1.4401, 1.4571, 14571, 1.4550

Spec. OD (㎜) WT

ASTM A2691) Up to 38.1 excl.    ±0.13
38.1 to 88.9 excl   ±0.25

Up to 12.7㎜ (O.D)    ±15%
12.7 to 88.9㎜ (O.D)  ±10%

EN 10216-5
±0.5% or ±0.1  whichever is  
the greater  (D4)

±0.10% or ±0.2㎜ 
whichever is 
the greater (T3) , T42)

JIS G3459
Under 30        ± 0.3
30 or over       ±1%   

Under 2㎜         ± 0.2㎜

2㎜ or over       ±10%    

* Contact the sales team for other Specification and further information and details.

O.D W.T

mm 0.7 0.8 1.0 1.2 1.5 1.6 2.0 2.2 2.5 2.8 3.0 3.2 3.4 3.7 4.0 

6.0

8.0

9.5

10.0

12.7

15.8

19.0

25.4

28.0

31.8

38.1

43.0

48.6

50.8

60.3

63.5

76.0
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The first partner “  Corporation”Precision Cold Drawn Shapes 

 Product Introduction
    Applications

Available Specification Profile Size Range

Steering Shaft & Joint Impeller Compact Rail Linear Guide

Item Figure Model No. Size (W×H, mm) Material Grade

L/M RAIL No. 15 ~ 85 15×15 ~ 85×80

S55C
ILM-1(S58CM)
ILM-2(S55CM)
ILM-3(58CDV4)
ILM-4(S55CR)

L/M BLOCK

FL Type
No. 15 ~ 35

45×25 ~ 110×55

SCM415H
SCM420H

SL Type
No. 15 ~ 45

30×20 ~ 100×60

MINIATURE
RAIL

Normal Type
No. 9 ~ 15

9× 6~15×10

STS440A
ILM-5(STS440A-M)

Wide Type
No. 9 ~ 15

20× 6~45×10

SLIDER No. 28 ~ 63 30×15~85×40

S55C
ILM-1(S58CM)
ILM-2(S55CM)
ILM-3(58CDV4)
ILM-4(S55CR)

Spec. Normal Special

Dimension ± 0.1 mm ± 0.05 mm

Straightness 0.8 mm / m 0.3 mm / m

Twist 0.5 mm / m 0.1 mm / m

Decarburization 0.15 mm max. 0.05 mm max.

Surface Defect 0.15 mm max. 0.05 mm max.

Item Normal

Width 6 - 180mm

Thickness 3 - 60mm

O.D (Tube) 10 ~ 250mm

Length (m) 2 -11

C.S.A 25 - 8,000mm2

CSA : Cross Section Area

 Full Line-Up of L / M Guide System
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 Performances
     Advantages of Pricision Cold Drawn Shapes

     New Material Development

Minimization of Material Scrap

Reducing of Processing time

High Strength

Homogeneous Microstructures

Smooth and fine Surface

Precise dimensional tolerance

Small quantity delivery

Required Quality

• Hardenability
• Surface & Depth
• Wear Resist
• Formability

Alloy Design

• Process Set Up
• Alloy Design

Target Value
• Manufacturing

Evaluation

• Chemical
• Inclusion, Impurity
• OMINY, Wear Test
• Microstructure
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Aluminium Clad Steel Wire

Better Strength To Weight Ratio

Better Quality

We learned that even half-emptied toothpaste tube in weight can mean a lot for climbers.

We seriously examined whether we could reduce at least a couple of ounces without 

sacrificing strength.

Aluminium Clad Steel Wire is one of the most innovation driven wire products introduced to the utility industry in modern times. 

Developed by ILJIN in 1994, ACS Wire consists of a highly conductive and corrosion resistant aluminium surfaces bonded to high 

strength carbon core.

In order to make new ACS Wires for more users such as OPGW & Transmission Cable 

manufacturer, we carefully considered whether we could come up with much stronger 

metallurgical bond at the aluminium-steel interface. As integration of state-of-the-art production 

facilities and ISO- 9001 Quality Assurance Management, ILJIN ACS Wire guarantees better 

corrosion resistance, higher conductivity, lower weight and long lasting your cable.

Toughness (For OPGW)

Come Closer To The Nature (For STAL - Fence & Net)

Our goal is to make ACS Wires break-free, especially for the OPGW manufacturing, which will satisfy our 
customers. ILJIN ACS Wire is produced with a special heat treatment in order to increase its Toughness.

Thermal Resistance (For STACTR)
We are proud of developing high quality thermal resistant ACS Wires for the high voltage transmission cable 
(STACIR-Super Thermal Resistant Aluminium Conductor Invar Clad Steel Reinforced, 765KV0. 
This Will allow your cable’s voltage transmission to be maximized.

High Conductivity (For ACSR / AW & OHGW)

ILJIN ACS Wires are proud in various conductivity levels for our customer’s demanding from 14% up to 40% IACS. 
This thick CONCERNTRIC layer of aluminium is used to provide much higher conductivity, formability and
excellent corrosion resistance in combination with good tensile strength.

Our daily life is becoming increasingly dependent on the computer related technology. As 
this trend continues, out-door life becomes more important and environment friendly . STAL 
-Fence(Aluminium Clad Steel Wire Fence) is our first development to meet our goal for the Green
Life by replacing the harmful material such as Zn. Ca, etc., to the light metals similar to Aluminium

 Applications OF ILJIN ACS Wire

 ACS Wire ASTM B415-98 Product Introduction

 High Strength Aluminium Clad Invar Steel Wire (Thermal Resistant ACS Wire)

Conductiviy
% IACS

Size
AWG

Nominal 
Diameter

Ultimate tensile
strengh

Breaking 
stength

Calculated 
weight

Calculated
resistance at 20℃

Nominal
Cross-section

in. mm psi Mpa Ib kN Ib/1,000ft kg/km Ω/1,000ft Ω/km cmils in2 mm2

20.3

4 0.2043 5.189 155,000 1,070 5,081 22.6 93.63 139.4 1.222 4.009 41,740 0.03278 21.15
0.1880 4.775 160,000 1,100 (4,441) (19.7) (79.32) (118.0) (1.443) (4.735) (35,340) (0.02776) (17.91)

5 0.1819 4.620 165,000 1,140 4,290 18.1 74.25 110.4 1.541 5.060 33,090 0.02599 16.76
0.1729 4.392 170,000 1,170 (3,991) (17.1) (67.09) (99.84) (1.706) (5.597) (29,900) (0.02348) (15.15)

6 0.1620 4.114 175,000 1,210 3,608 16.0 58.88 87.58 1.943 6.381 26,240 0.02061 13.29
0.1549 3.934 180,000 1,240 (3,392) (15.1) (53.83) (80.13) (2.126) (6.974) (24,000) (0.01884) (12.16)

7 0.1443 3.665 185,000 1,250 3,025 13.5 46.69 69.52 2.450 8.038 20,820 0.01635 10.55
0.1369 3.477 190,000 1,310 (2,797) (12.4) (42.06) (62.57) (2.722) (8.931) (18,740) (0.01472) (9.495)

8 0.1285 3.264 195,000 1,340 2,529 11.2 37.03 55.14 3.089 10.14 16,510 0.01297 8.367
9 0.1144 2.906 195,000 1,340 2,005 8.92 29.37 43.71 3.896 12.78 13,090 0.01028 6.633

10 0.1019 2.588 195,000 1,340 1,590 7.07 23.29 34.66 4.912 16.12 10,380 0.00816 5.260
11 0.0907 2.304 195,000 1,340 1,261 5.61 18.47 27.47 6.194 20.34 8,230 0.00646 4.169
12 0.0808 2.052 195,000 1,340 1,000 4.45 14.65 21.79 7.811 25.64 6,530 0.00513 3.307

27

4 0.2043 5.189 125,000 862 4,098 18.2 84.00 125.0 0.920 3.019 41,740 0.03278 21.15
0.1880 4.775 129,000 889 (3,581) (15.9) (71.12) (105.8) (1.087) (3.566) (35,340) (0.02776) (17.91)

5 0.1819 4.620 133,000 917 3,457 15.4 66.59 99.05 1.161 3.810 33,090 0.02599 16.76
0.1729 4.392 137,000 945 (3,217) (14.3) (60.16) (89.54) (1.285) (4.215) (29,900) (0.02348) (15.15)

6 0.1620 4.114 141,000 972 2,906 12.9 52.80 78.54 1.464 4.805 26,240 0.02061 13.29
0.1549 3.934 145,000 1,000 (2,733) (12.2) (48.27) (71.87) (1.600) (5.252) (24,000) (0.01884) (12.16)

7 0.1443 3.665 150,000 1,034 2,453 10.9 41.89 62.35 1.845 6.053 20,820 0.01635 10.55
0.1369 3.477 154,000 1,062 (2,267) (10.1) (37.71) (56.12) (2.050) (6.726) (18,740) (0.01472) (9.495)

8 0.1285 3.264 156,000 1,076 2,023 9.00 33.23 49.45 2.326 7.632 16,510 0.01297 8.367
9 0.1144 2.906 156,000 1,076 1,604 7.13 26.34 39.20 2.934 9.628 13,090 0.01028 6.633

10 0.1019 2.588 156,000 1,076 1,272 5.66 20.89 31.09 3.700 12.14 10,380 0.00816 5.260
11 0.0907 2.304 156,000 1,076 1,008 4.48 16.55 24.64 4.667 15.32 8,230 0.00646 4.169
12 0.0808 2.052 156,000 1,076 800 3.56 13.14 19.54 5.882 19.31 6,530 0.00513 3.307

30

4 0.2043 5.189 102,000 703 3,344 14.9 0.828 118.7 0,828 2.717 41,740 0.03278 21.15
0.1880 4.775 106,000 731 (2,942) (13.1) (0.978) (100.5) (0,978) (3.209) (35,340) (0.02776) (17.91)

5 0.1819 4.620 110,000 758 2,859 12.7 1.045 94.02 1,045 3.429 33,090 0.02599 16.76
0.1729 4.392 114,000 786 (2,677) (11.9) (1.156) (84.99) (1,156) (3.793) (29,900) (0.02348) (15.15)

6 0.1620 4.114 114,000 786 2,350 10.5 1.317 74.56 1,317 4.324 26,240 0.02061 13.29
0.1549 3.934 118,000 814 (2,224) (9.89) (1.440) (68.22) (1,440) (4.726) (24,000) (0.01884) (12.16)

7 0.1443 3.665 122,000 841 1,995 8.87 1.660 59.19 1,660 5.447 20,820 0.01635 10.55
0.1369 3.477 126,000 869 (1,855) (8.25) (1.845) (53.27) (1,845) (6.053) (18,740) (0.01472) (9.495)

8 0.1285 3.264 128,000 883 1,660 7.38 2.094 46.94 2,094 6.869 16,510 0.01297 8.367
9 0.1144 2.906 128,000 883 1,316 5.86 2.642 37.21 2,642 8.664 13,090 0.01028 6.633

10 0.1019 2.588 128,000 883 1,044 4.47 3.329 29.51 3,329 10.93 10,380 0.00816 5.260
11 0.0907 2.304 128,000 883 827 3.68 4.203 23.39 4,203 13.79 8,230 0.00646 4.169
12 0.0808 2.052 128,000 883 657 2.92 5.295 18.55 5,296 17.38 6,530 0.00513 3.307

40

4 0.2043 5.189 80,000 552 2,622 11.7 0.621 98.14 0,621 2.038 41,740 0.03278 21.15
0.1880 4.775 84,000 579 (2,332) (10.4) (0.734) (83.10) (0,7340 (2.406) (35,340) (0.02776) (17.91)

5 0.1819 4.620 88,000 607 2,287 10.2 0.784 77.77 0,784 2.572 33,090 0.02599 16.76
0.1729 4.392 92,000 634 (2,160) (9.61) (0.867) (70.30) (0,867) (2.845) (29,900) (0.02348) (15.15)

6 0.1620 4.114 96,000 662 1,979 8.80 0.988 61.67 0.988 3.243 26,240 0.02061 13.29
0.1549 3.934 96,000 662 (1,809) (8.05) (1.080) (56.42) (1,080) (3.544) (24,000) (0.01884) (12.16)

7 0.1443 3.665 98,000 676 1,602 7.13 1.245 48.95 1,245 4.085 20,820 0.01635 10.55
0.1369 3.477 98,000 676 (1,443) (6.42) (1.384) (53.27) (1,384) (4.539) (18,740) (0.01472) (9.495)

8 0.1285 3.264 99,500 686 1,290 5.74 1.571 38.82 1,571 5.151 16,510 0.01297 8.367
9 0.1144 2.906 99,500 686 1,023 4.55 1.981 30.78 1,981 6.498 13,090 0.01028 6.633

10 0.1019 2.588 99,500 686 811 3.61 2.498 24.41 2,498 8.194 10,380 0.00816 5.260
11 0.0907 2.304 99,500 686 643 2.86 3.151 19.35 3,151 10.34 8,230 0.00646 4.169
12 0.0808 2.052 99,500 686 510 2.27 3.971 15.34 3,971 13.03 6,530 0.00513 3.307

 Physical Constants
Conductivity (%)

20.3
27
30
40

Density at 20℃

0.2381 Ib/in3 (6.59 g/cm3)
0.2135 Ib/in3 (5.91 g/cm3)
0.2027 Ib/in3 (5.61 g/cm3)
0.1676 Ib/in3 (4.64 g/cm3)

Modulus of elasticity

23.5×106 psi (162 GPa)
20.5×106 psi (140 GPa)
19.1×106 psi (132 GPa)
15.8×106 psi (109 GPa)

Coefficient of linear expansion

0.0000072/℉(12.6×10-6/℃)
0.0000077/℉(13.4×10-6/℃)
0.0000079/℉(13.8×10-6/℃)
0.0000089/℉(15.5×10-6/℃)

Temperature coefficient of resistance

0.0020/℉(0.0036/℃)
0.0020/℉(0.0036/℃)
0.0021/℉(0.0038/℃)
0.0022/℉(0.0040/℃)

Nominal
Diameter

Diameter
Tolerance

Ultimate tensile
strength Elongation Torsion Conductivity

Aluminium Thickness Calculated
weight

Nominal 
CrosssectionMin. Ave.

(mm) (mm) (Kgf/mm2) (%) (times) (%) (mm) (mm) (kg/km) (mm2)
2.47 ±0.05 125 1.5 20 14 0.06 0.15 34.02 4.792

3.10 ±0.06 120 1.5 20 14 0.07 0.17 53.48 7.548

3.20 ±0.06 120 1.5 20 14 0.07 0.17 57.10 8.042

3.50 ±0.07 120 1.5 20 14 0.08 0.18 68.31 9.621

•Physical Constants   •Density: 7.1g/cm3   •Coefficient of linear expansion: 3.7 x 10-6/℃ at 15℃ ~230℃, 10.8 x 10-6/℃ at 230℃~290℃   •Elastic Coefficient : 15,500kg/mm2
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Aluminium Clad Steel Wire

 ASTM B416-98

 Aluminium Clad Mild Steel Wire(STALUME) KS D 7037-00

 ACS Wire ASTM B502-98

Size Nominal diameter
of wire Stranded diameter Breaking strength Weight Resistance at 20℃ Nominal cross-section

Nos/AWG in. mm in. mm Ib kN Ib/1,000ft kg/km Ω/1,000ft Ω/km cmils in2 mm2

37/5 0.1819 4.620 1.27 32.34 142,800 636.2 2,802 4,168 0.04247 0.1395 1,225,000 0.9619 620.1

37/6 0.1620 4.115 1.13 28.80 120,200 535.9 2,222 3,308 0.05356 0.1758 971,300 0.7629 492.1

37/7 0.1443 3.665 1.01 25.66 100,700 449.7 1,762 2,624 0.06754 0.2216 770,300 0.6050 390.4

37/8 0.1285 3.264 0.899 22.85 84,200 373.4 1,398 2,081 0.08516 0.2794 610,900 0.4798 390.6

37/9 0.1144 2.906 0.801 20.34 66,770 296.0 1,108 1,650 0.1074 0.3525 484,400 0.3805 245.4

37/10 0.1019 2.588 0.713 18.12 52,950 234.7 879.0 1,308 0.1354 0.4445 384,200 0.3017 194.6

19/5 0.1819 4.620 0.910 23.10 73,350 326.7 1,430 2,128 0.08224 0.2701 628,900 0.4940 318.4

19/6 0.1620 4.115 0.810 20.57 61,700 275.2 1,134 1,689 0.1037 0.3403 498,800 0.3917 252.7

19/7 0.1443 3.665 0.721 18.33 51,730 230.9 899.5 1,339 0.1308 0.4289 395,500 0.3107 200.5

19/8 0.1285 3.264 0.642 16.32 43,240 191.7 713.5 1,062 0.1649 0.5408 313,700 0.2464 159.0

19/9 0.1144 2.906 0.572 14.53 34,290 152.0 565.8 842.1 0.2079 0.6824 248,800 0.1954 126.0

19/10 0.1019 2.588 0.509 12.94 27,190 120.5 448.7 667.8 0.2622 0.8604 197,300 0.1549 99.94

7/5 0.1819 4.620 0.546 13.86 27,030 120.4 524.9 780.9 0.2264 0.7302 231,700 0.1820 117.3

7/6 0.1620 4.115 0.486 12.34 22,730 101.4 416.3 619.7 0.2803 0.9200 183,800 0.1443 93.10

7/7 0.1443 3.665 0.433 11.00 19,060 85.1 330.0 491.5 0.3535 1.1598 145,700 0.1145 73.85

7/8 0.1285 3.264 0.385 9.792 15,930 70.6 261.8 389.8 0.4458 1.4623 115,600 0.09077 58.57

7/9 0.1144 2.906 0.343 8.717 12,630 56.0 207.6 309.0 0.5621 1.8447 91,650 0.07198 46.43

7/10 0.1019 2.588 0.306 7.765 10,020 44.4 164.7 245.1 0.7088 2.3261 72,680 0.05708 36.82

7/11 0.0907 2.304 0.272 6.911 7,945 35.2 130.6 194.2 0.8938 2.9352 57,590 0.04523 29.18

7/12 0.0808 2.052 0.242 6.156 6,301 27.9 103.6 154.1 1.127 3.6997 45,710 0.03590 23.15

3/5 0.1819 4.620 0.392 9.957 12,230 54.5 224.5 334.0 0.5177 1.7000 99,310 0.07800 50.28

3/6 0.1620 4.115 0.349 8.868 10,280 45.9 178.1 265.0 0.6528 2.1423 78,750 0.06185 39.90

3/7 0.1443 3.665 0.311 7.899 8,621 38.5 141.2 210.2 0.8232 2.7007 62,450 0.04905 31.65

3/8 0.1285 3.264 0.277 7.034 7,206 32.0 112.0 166.7 1.038 3.4055 49,530 0.03890 25.10

3/9 0.1144 2.906 0.247 6.263 5,715 25.3 88.81 132.2 1.309 4.2954 39,280 0.03085 19.90

3/10 0.1019 2.588 0.220 5.578 4,532 20.1 70.43 104.8 1.651 5.4169 31,150 0.02446 15.78

Nominal
Diameter

Diameter
Tolerance

Ultimate tensile
strength Torsion Conductivity Aluminium

Thickness Min
Calculated

weight
Nominal

Cross-section

(mm) (mm) (Kgf/mm2) (times) (%) (mm) (kg/km) (mm2)

1.60 ±0.05 60~90 55 20.3 0.06 13.3 2.011

2.30 ±0.07 60~90 38 20.3 0.12 27.4 4.155

3.20 ±0.07 55~85 26 20.3 0.16 53.0 8.042

3.50 ±0.08 50~80 24 20.3 0.18 63.5 9.621

4.00 ±0.08 40~80 21 20.3 0.20 82.9 12.566

5.00 ±0.10 40~80 17 20.3 0.25 130.0 19.635

6.00 ±0.12 40~80 13 20.3 0.30 186.0 28.274

Nominal cross-section Stress at 1.0% extension Ultimate tensile strength Elongation Resistivity at 20℃

(mm) (mm) (Kgf/mm2) (times) (%) (mm) % Ω•mm2/m

1.956~3.274 0.0770~0.1289 1,206 175,000 1,344 195,000 1.5

0.08480

3.275~3.477 0.1290~0.1369 1,172 170,000 1,310 190,000 1.5

3.478~3.665 0.1370~0.1443 1,137 165,000 1,275 185,000 1.5

3.666~3.934 0.1444~0.1549 1,103 160,000 1,241 180,000 1.5

3.935~4.115 0.1550~0.1620 1,103 160,000 1,206 175,000 1.5

4.116~4.392 0.1621~0.1729 1,068 155,000 1,172 170,000 1.5

4.393~4.620 0.1730~0.1819 1,034 150,000 1,137 165,000 1.5

4.621~4.775 0.1820~0.1880 1,000 145,000 1,103 160,000 1.5

Quality Assurance

 Quality policy
� �To ensure the effective implementation of required processes we hereby declare the quality policy as follows;

      Establishment of quality process for  “F-Cost Zero” 
      �Continuous improvement through control of P cost & A cost 

      Guarantee of partner’s safety and profits who is concerned ILJIN steel Corp.
      �Process establishment from design to shipment through safety and Profitability

      Business growth through contribution to public welfare

      Production of product which is satisfied by customer NEED, standard and Regulations  

ILJIN STEEL has renowned for its well-established quality system. It has acquired a number of quality assurance 
system certificates from leading official organizations in and outside the country. 

Quality Assurance System
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I L J I N  S T E E L

The first partner “  Corporation”Equipments for Quality Assurance

ILJIN Steel maintains the highest quality by continuing various systematic activities for products improvement, development and quality assurance.

Equipment SEM/EDS Optical Microscope O.E.S

Image

Standard ASTM E2142, ISO 16700 ASTM E45/E112 ASTM  A751

Equipment ONH Analyzer / Thermo Fisher Dilatometer Collapse tester 

Image

Standard ASTM E1019, 1587, 1409 ASTM E228 API 5C3

Equipment SSCC/SCC Tester HIC Tester

Image

Standard NACE TM 0177 NACE TM 0284

Equipment Autoclave Steam De-oxidation Tester

Image

Standard ASTM  A1080 Boiler Tube Service

Equipment Burst Tester Drop Weight Tester

Image

Standard ASTM  F1387 ASTM  E208

Equipment U.T.M Charpy Impact Tester

Image

Standard ASTM  E8/E83/A370 ASTM  E23, ISO 148-01

Equipment Hardness Tester Jominy Tester Creep Tester

Image

Standard ASTM  E384/E18/E10 ASTM  A255, ISO 642 ASTM  E139
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I L J I N  S T E E L

Certificate – Product

ISO 9001(KSA) ISO 9001(DNV) ISO/TS 16949(KSA)

ISO 14001(KSA) OHSAS 18001(KSA)

I L J I N  S T E E L

Certificate – Quality System

JIS G 3454 JIS G 3461 JIS G 3462

JIS G 3445 KS D 3563 AS 9100(DNV)

PED(DNV) API 5L API 5CT
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RINA KR

BV DNV LR

I L J I N  S T E E L

Certificate – Classification
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Jeonju Head Office / Plant
1746, Hoguk-ro, Imsil-gun, Jeollabuk-do, Korea

Seoul Office
04167 ILJIN B/D 3F. 45, Mapo-daero, Mapo-gu, Seoul, Korea

ILJIN Steel America
11757 KATY FREEWAY STE 130, HOUSTON, TX 77079

Busan Sales Office
#1103, Byucksan Digital Valley, 303, Daedong-ro, Busan, Korea

E-Mail : iljinsteel@iljin.co.kr
Homepage : www.iljinsteel.com

ILJIN Steel Corporation
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OCTG2 

 

 

CERTAIN OIL COUNTRY TUBULAR GOODS   

ORIGINATING IN OR EXPORTED FROM KOREA 

 

 

Request for Normal Value Review 

 

 

ILJIN STEEL CORPORATION 
 

 

 

 

 

 

NON-CONFIDENTIAL VERSION 

 

 

 

 

 

EXHIBIT 4 

 

ILJIN STEEL MONTHLY RAW MATERIALS PURCHASES 
 

Non-Confidential Summary: 

 

The following is a non-confidential summary of the confidential attachment. The confidential 

attachment consists of ILJIN Steel’s Monthly Raw Materials Purchases over the period.  It is drawn from 

ILJIN internal procurement data.    It’s public dissemination or release would cause significant 

business prejudice to ILJIN   
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CERTAIN OIL COUNTRY TUBULAR GOODS   

ORIGINATING IN OR EXPORTED FROM KOREA 

 

 

Request for Normal Value Review 

 

 

ILJIN STEEL CORPORATION 
 

 

 

 

 

 

NON-CONFIDENTIAL VERSION 

 

 

 

 

 

EXHIBIT 5 

 

ILJIN STEEL MONTHLY PRODUCTION IN  

QUANTITY, COST AND AVERAGE MONTHLY UNIT VALUE  
 

Non-Confidential Summary: 

 

The following is a non-confidential summary of the confidential attachment. The confidential 

attachment consists of ILJIN Steel’s Monthly Production in Quantity, Cost and Average Monthly Unit 

Value over the period.  It is drawn from ILJIN internal production data.    It’s public dissemination 

or release would cause significant business prejudice to ILJIN   
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OCTG2 

 

 

CERTAIN OIL COUNTRY TUBULAR GOODS   

ORIGINATING IN OR EXPORTED FROM KOREA 

 

 

Request for Normal Value Review 

 

 

ILJIN STEEL CORPORATION 
 

 

 

 

 

 

NON-CONFIDENTIAL VERSION 

 

 

 

 

 

EXHIBIT 6 

 

ILJIN STEEL MONTHLY Monthly QV Sales of OCTG Products 

 

 

Non-Confidential Summary: 

 

The following is a non-confidential summary of the confidential attachment. The confidential 

attachment consists of ILJIN Steel’s Monthly Monthly QV Sales of OCTG Products over the 

period.  It is drawn from ILJIN internal sales data.    It’s public dissemination or release would 

cause significant business prejudice to ILJIN   
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OCTG2 

 

 

CERTAIN OIL COUNTRY TUBULAR GOODS   

ORIGINATING IN OR EXPORTED FROM KOREA 

 

 

Request for Normal Value Review 

 

 

ILJIN STEEL CORPORATION 
 

 

 

 

 

 

NON-CONFIDENTIAL VERSION 

 

 

 

 

 

EXHIBIT 7 

 

FASTMARKETS MB DAILY SEAMLESS OCTG PRICING,  

API 5CT – CASING P110, CIF HOUSTON IN US$ PER SHORT TON  

(22.01-23.09) 
 

 

Non-Confidential Summary: 

 

The following is a non-confidential summary of the confidential attachment. The confidential 

attachment consists of Fastmarkets MB Daily Seamless OCTG Pricing, API 5CT – Casing P110, 

cif Houston in US$ per short ton (22.01-23.09) over the period.  It is drawn from ILJIN’s 

proprietary subscription to this data source and its dissemination is restricted by the publisher.    

It’s public dissemination or release would cause significant business prejudice to ILJIN   
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